
Medical Research Archives | https://doi.org/10.18103/mra.2026.0334  1 

 
 
 
 
 
 
 
 
 

 

 

 

 
 
 
 

 
 
 
 
 
 

 

 
 
 
 
 

THE EUROPEAN SOCIETY OF MEDICINE 
 

Published 30 June 2026 

ABSTRACT 
 
 

Hospital Patient-Care and Outside-the-Hospital Energy 
Profiles for Diagnostic X-Ray Imaging 
Michael Overcash1*, Charles McGuire2, Kamran Ali2, Amin Esmaeili3, Janet Twomey4 

Purpose: to assist the radiology community with new ways to improve hospital sustainability  
 
Method: Following standard life cycle assessment protocols to measure energy from diagnostic x-ray 
exams then expanding the study to all U.S. hospital electrical energy related to x-ray Department 
usage. In addition, all the fuel energy used to generate electricity and to manufacture    x-ray 
consumables were measured to quantify the hidden public health effects. Additionally, the energy use 
related to anatomical parts and patient scheduling will be determined as areas for improvement. 
 
Results: The in-hospital energy use for a single x-ray diagnostic image is in the range of 0.49 to 0.74 
kWh per x-ray image (2.25 to 3.24 kWh per patient) for the x-ray scanners, ancillary devices, and 
lighting fixtures. The out-of-hospital energy consumption (fuel for generation of electricity for the 
hospital plus energy to manufacture the disposables consumables and process reusable textiles) is 
about 300% larger than the in-house energy (7.08 to 9.28 kWh per patient).  The CO2eq for the entire 
x-ray service on a per patient basis is 2.0 to 2.7 kg CO2eq per-patient. 
 
Conclusion: The transparent, detailed life cycle approach allows the data from this study to be used 
by radiologists to examine details of direct and unseen energy impacts of x-ray diagnostic images for 
patients (not radiation-related). The actual active patient scan energy that produces the x-ray images 
is only about 0.3% of the total life cycle energy.   There are some environmental differences between 
these two x-ray machines, but not substantial. The patient utilization rate and the idle energy of the 
x-ray and ancillary devices may offer the best alternatives to improve the environmental footprint of 
patient x-rays.  With 600 million annual U.S. x-ray images, the public health impacts on society’s public 
health are now measured in this paper. 
 
Keywords: X-Ray Diagnostic Imaging, Environmental Genome, Life Cycle Assessment, Environmentally 
Sustainable Imaging Practices, Energy Consumption.  
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1. Introduction  
The U.S Energy Information Administration (EIA) healthcare buildings used 580 trillion Btu’s (0.17 trillion 
kWh) of total energy in 2018 (the last year of energy reporting), which was 9% of the total energy consumed 
by all commercial buildings in the United States1. This is even though healthcare accounted for only 4% of 
total commercial floor space1. The high energy-intensive healthcare facilities contributed to 8% of total US 
greenhouse gas emissions in 20182. These percentages are not so dissimilar from reporting on U.S. health 
care in 20073. At this large impact, Society has developed expectations that the substantial benefits of 
healthcare will continue to be achieved while reducing its energy and carbon footprint4. In order to respond 
to these expectations, a better understanding of how medical facilities use energy and consumables are 
needed and hence the focus of this paper. 
 
Even in a 2012 National Science Foundation (NSF) Workshop held at Wichita State University began the 
discussions of hospital energy improvement through medical decision-making5. This focus continues in 
discussions of decarbonization6. The workshop revealed the fact that the application of life cycle assessment 
(LCA) was essential to quantify material usage, energy consumption, and wastes/emissions in healthcare. 
LCA is defined as the evaluation of the energy and material use of a given product or service7. Based on 
authors’ literature review, radiology, nephrology, anesthesiology, surgical gowns/drapes, and obstetric 
surgery are some of the medical practices initially assessed with LCA and market approaches8-15. 
 
Healthcare Radiology Departments provide diverse imaging as diagnosis of patient conditions. Overall, at 
600 million x-rays per year in the U.S. this is 67% of all patient imaging. Computed Tomography (CT) is 
about 10% and magnetic resonance imaging (MRI) is only 4%16. However, much of the efforts in improving 
Radiology departments focuses on the more energy-intensive MRI and CT17-19. Current efforts for improving 
the energy efficiency of diagnostic x-ray image production focus on lowering the power consumption of 
these devices20. No references were found for the multi parameter energy use found in hospital diagnostic 
x-ray images and this leads to the objectives of this paper. 
 
Radiologists are creating anatomic images to help the medical community diagnose and treat patients. The 
imaging tools involve choices by radiologists; therefore, there is an inherent need to understand some of 
the unintentional impacts of imaging. Two environmental impacts of prescribing x-ray images are 1) direct 
in-hospital electricity consumption and 2) the unintentional outside-the hospital public health impacts. This 
study is a step to provide quantitative information to the radiology community so that they can be involved 
in problem-solving to make energy improvements while maintaining quality patient care.  
 
The study objectives herein are based on providing a full level of detail regarding diagnostic x-ray for patient 
healthcare. This includes assessment of different anatomical parts, patients with one and multiple anatomical parts, 
outside hospital public health impacts, multiple x-ray machine comparisons, disposable and reusable textile 
life cycle analyses (LCA), auxiliary energy usage, and influences of hospital radiology department sequencing 
 

2. Materials and Methods 
Data collection followed the principles for the development of a life cycle inventory (LCI)7. The data were 
collected during the months of January through June, 20105. It is recognized that some electricity 
improvements have occurred since 2010, but the materials used and the distribution between active patient 
image and all the other hospital x-ray device life cycle results are largely unchanged. The setting for this 
study is the radiology department of a Midwestern general medical care and surgical hospital, Hospital 1. 
For this paper the data collected are identified by the x-ray brand of equipment. The x-ray scanners studied 
are the GE Definium 8000 and the Philips DigitalDiagnost. Figure 1 depicts the study boundaries. 
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Figure 1: Boundary of x-ray imaging service with inputs and outputs for life cycle analysis 
 
The monthly energy consumption of performing x-ray service, energy consumption for a diagnostic of one 
patient, and energy consumption per image taken by one x-ray exposure were chosen as three functional 
units in order to allow radiologists to better use this information. Also, in this study, for only the second time 
in a radiology LCA, the use of disposable and reusable textile materials were documented to provide a new 
avenue (through reusable textile and consumables reduction) for the hospital to obtain energy reduction 
credit. Another important refinement of our LCA information is separating the in-hospital use of energy (for 
the x-ray room operations) from the outside-the-hospital use of energy (fuel to make electricity) and energy 
for manufacturing all consumables (with typically large, even global supply chains, known as cradle-to-gate 
life cycle energy). In-hospital energy is direct electricity costs and appears to be fully clean (comes from the 
wall) and powers the x-ray scanners and the ancillary devices.  
 

The outside-the-hospital energy impacts are direct emissions (combustion products to air, chemicals to 
wastewater, and solid waste to land) that are currently unquantified public health impacts from the 
diagnostic x-ray imaging service. Radiation protection is assumed to be successfully in-place and so is not 
included here. For every kWh of in-hospital electricity consumption, there is an additional component, 
known as natural resource energy (nre) use, related to the generation of electricity in power plants and 
transmission to the hospital, with resulting emissions to the population (including patients). Therefore, the 
in-hospital uses of process electrical energy are next converted to the natural resource energy (nre) by 
multiplying the process electrical energy by a 3.44 factor21,22. This factor is the product of: a) 3.13 reflecting 
the fuel energy consumed to generate and transmit electricity, multiplied by b) pre-combustion factor equal 
to 1.1 reflecting the energy consumed in delivery of fuel to the power plant.  
 

2.1 Study boundaries and x-ray delivery process (the life cycle analysis basis) 
The study boundaries were the x-ray room on a 24 hour basis in which at various times a patient enters and 
exits the room. Patient check-in and waiting room activities are not considered. Data were collected on all 
activities within the boundaries identified, Figure 1. The process for the delivery of a series of x-rays, for 
both GE and Philips machines, begins with the technician escorting a patient into the room. A patient may 
be wearing a hospital gown. The technician positions the patient for the first x-ray and leaves the room or 
area. The technician sets the machine by choosing the imaging protocol based on the prescribed x-ray and 
anatomy size, pushes the plunger of the device, waits for several milliseconds for a steady picture, and 
pushes the plunger once again to take the image. This is repeated for the next x-ray. The number of images 
per patient varies according to the exams prescribed; for example, a chest x-ray would include both front 
and side views. When all the series for that patient are completed, the patient is escorted out of the room. 
Generally, the x-ray equipment is wiped down with cleaning materials. Moreover, as a regular hospital 
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cleaning procedure, the room floor is mopped 2 to 3 times each day. All equipment in GE and Philips rooms, 
as well as all other areas, remain in ready mode (all equipment powered, constant temperature maintained, 
and lights on 24 hours per day 365 days per year for emergency purposes). During off hours, technicians 
are on call for emergencies. 
 

2.2 Data Collection Methods 
Data collection took the form of observation, time studies, real-time metered power consumption, review 
of imaging department scheduling records, and review of technical manuals and literature. These were not 
plug studies as such information does not focus on the actual patient needs. Time studies were conducted 
to determine the duration spent setting up x-ray room and equipment, preparing a patient for the delivery 
of an x-ray service, post processing of x-ray, and x-ray room clean up. Table 1 lists data collection categories 
and sources. 
 

Table 1. Collected data and method 
 

 Data Collected Source for Energy Information 
Observed # of Series  
GE Philips 

Power 

X-ray Scanners Portable power cell meter 74 Patients 44 Patients 
Ancillary Devices  Equipment information/ratings - - 
Lighting Equipment information/ratings - - 
HVAC TRACE™ 700 Software - - 

Materials 
Medical Textiles  Sample amounts  250 Patients 153 Patients 
Medical Consumables Sample amounts 250 Patients 153 Patients 
Cleaning products Sample amounts and interviews - - 

 

2.3 Study Sample Characteristics  
The study sample consists of both single anatomy scans (with multiple images) and multiple anatomy scans. 
Table 2 depicts the observed number of x-ray series during the study period. The majority (88%) of x-ray 
series were delivered for a single anatomy scans. The other 12% were series of x-ray images taken of 2 to 6 
anatomical parts in a single visit to the x-ray department. As an instance, one patient had three prescribed 
anatomical parts and total of 15 images (exposures) were taken; 7 images from spine, 5 images from hip 
and 3 images from arm. The mentioned example provides the definitions that were used in the following 
Table 2. In the Table, the overall average exposure per patient is the result of dividing the total exposures 
by the total number of patients. The same were used for calculation of average exposure per prescribed 
anatomy and average anatomies per patient. 
 

Table 2. The sample size for multiple anatomy scans and single anatomy scan 
 

Scanner Scan Type 
Number of 

patients 

Total 
Scanned 
Anatomy 

Total 
exposures 

Average 
Exposures  
per patient 

Average 
Exposures per 

Anatomy 

Average 
Anatomies  
per patient 

GE (250 Patients) 
Single Anatomy 219 (88%) 219 772 

4.416 3.768 1.172 Multiple 
Anatomies 

31 (12%) 74 332 

Philips (153 Patients) 
Single Anatomy 134 (88%) 134 509 

4.582 3.983 1.150 Multiple 
Anatomies 

19 (12%) 42 192 

 

3. Results 
 

3.1.1 In-Hospital Sources of Energy Consumption 
The x-ray scanners are sources of in-hospital energy consumption for delivering the x-ray service. Figure 2 
depicts the power signal and time line of taking two chest x-rays images. In the shown series of exposures, 
the preparation process called stage A and took place while filament heating, speeding up the rotor and 
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some verification processes took place. During stage X, the x-ray beams were generated and the image was 
created. Stage B showed the post exposure verifications and recording of the image. 
 

 
 

Figure 2. GE power signal for front view (lower power-first image) and side view (higher power- second 
image) chest x-rays of one patient with timeline in delivery of an x-ray series 

 
The x-ray scanner energy consumption (kWh) is calculated by multiplying the power (kW) by the time (hour), 
Figure 2, and was categorizes in three segments:  
 
(1) Idle: energy used during the 24 hour cycle when no patient is in the x-ray room.  
 
(2) Standby: energy used when the patient enters the room until they depart, hence patient diagnostic 
time. The idle and standby powers are essentially the same (1.94 kW for GE and 0.86 kW for Philips). The 
mean duration (patient-in to patient-out) for the GE x-ray room was 7.75 minutes while Philips room imaging 
service averaged 2 minutes longer at 9.82 minutes. 
 
(3) Active: energy is consumed during delivery of x-rays; which is the area under the power signal curve described 
by A, X, B, Figure 2, above the area under standby power; that is, the incremental active power for the x-
ray machine. For a series of x-ray images active energy is totaled over all exposures of each anatomy study.  
 
3.1.2 Active Energy Calculations 
In order to monitor the energy consumption, GE and Philips scanners, a portable power monitor was connected 
to the input wires of the machines. Portable Power Cell (PPC-3)23 measured the voltage and current use of 
equipment in order to calculate the power as an output in kW. The power cell reads the equipment power 
draw (kW) every 15 milliseconds and therefore, a pattern, similar to power signature in Figure 2, was 
recorded for every patient. Therefore, energy consumed is calculated by taking the area under the power-
time curve. Here, Figure 3 is a schematic view for the defined terms of A, B, and X related to active energy. 
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Figure 3. Active power above standby power profile during active x-ray steps 
 

The gray patterned area, standby power, was subtracted from all the collected power data-points in the first 
step of the active energy calculation. The measured standby power for GE scanner was 1.94 kW and for 
Philips scanner was 0.86 kW. Then, all power data-points recorded during the time period of A, B, and X 
were averaged in each 12 sec increments. In Figure 3, the blue solid bars are representation for those values. 
The product of these average (kW) and duration (hours) will resulted in energy (kWh).  
 

The calculated energies for all the exposures resulted to the patient active energy, i.e. energy to directly 
acquire the x-ray image. Table 3 shows the steps of the active energy calculation. In Table 3, the max 
recorded power data-points were also reported in order to make different sections recognizable. 
 
Table 3. Active GE energy calculation example for chest signature 
 

  
Max Power 

(kW) 
Average kW above Standby Power 

(for GE above 1.94 kW) 
Time 

(Seconds) 
Energy (watt-

hour) 

1st Exposure: 
Front View 

A1 8.289 4.897 1.270 1.728 

X1 15.715 4.022 0.135 0.151 

B1 4.204 2.217 2.585 1.592 

1st Exposure Energy (watt-hour) 3.470 

2nd Exposure: 
Side View 

A2 8.585 4.988 1.255 1.739 

X2 63.152 16.584 0.165 0.760 

B2 4.138 2.007 2.510 1.399 

2nd Exposure Energy (watt-hour) 3.898 

Active Energy per Patient (watt-hour) = 3.470 + 3.898 = 7.369 

 
The power measurements and energy calculations were conducted for 74 GE patients and 44 Philips 
patients, who had single anatomy scans. Table 4, summarizes the observed value for exposure energy 
consumptions and by use of this study outcomes, average exposure energy consumptions were calculated 
as 3.32 watt-hours per exposure for GE and 1.57 watt-hours per exposure for Philips. 
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Table 4. Exposure energy consumptions weighted by number of patients for single anatomy patients 
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GE Scanner  Head 7 18 2.57 (3, 11) 3.084 
 Chest 81 178 2.20 (26, 60) 3.001 
 Spine 20 123 6.15 (5, 36) 4.955 
 Shoulder 11 40 3.64 (6 ,21) 2.849 
 Abdomen-Pelvis 21 73 3.48 (4, 14) 3.558 
 Upper 

Extremities 
14 40 

2.86 
(8, 21) 2.771 

 Lower 
Extremities 

65 300 
4.62 

(22, 109) 2.925 
 Weighted Average for a Single Anatomy Patient  3.318 

Philips 
Scanner 

 Head 5 12 2.40 (3, 7) 1.549 
 Chest 45 94 2.09 (10, 20) 1.225 
 Spine 22 113 5.14 (7, 36) 2.098 
 Shoulder 12 65 5.42 (4, 26) 1.363 
 Abdomen-Pelvis 16 79 4.94 (6, 24) 2.356 
 Upper 

Extremities 
8 30 

3.75 (2, 7) 0.997 
 Lower 

Extremities 
26 116 

4.46 (12, 59) 1.067 
 Weighted Average for a Single Anatomy Patient 1.570 

 
Having the average exposure energies for both machines, and also the average number of exposures for 
various types of patient anatomies, the outcomes can be extrapolated for the entire sample. Table 5 shows 
the calculated active energy per patient as 0.0147 kWh per patient and 0.0072 kWh per patient for GE and 
Philips, respectively. 
 
Table 5. Estimation Process of Active Energy per Patient 
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GE 
Scanner 

1-Scanned Anatomy Patients 219 772 3.53 3.318 = 3.318* 3.53 = 11.69 

2-Scanned Anatomies Patients  23 187 8.1 - = 3.318 * 8.1 = 26.97  
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3-Scanned Anatomies Patients  6 84 14.0 - = 3.318 * 14.0 = 46.45 
4-Scanned Anatomies Patients  1 18 18.0 - = 3.318 * 18.0 = 59.72 
6-Scanned Anatomies Patients  1 43 43.0 - = 3.318 * 43.0 = 142.66 

GE Scanner - Active Energy per Patient (based on percent of 
patients with various numbers of scanned anatomies)  

14.65 

Philips 
Scanner 

1-Scanned Anatomy Patients 134 509 3.80 1.570  =1.57 * 3.80 = 5.96 
2-Scanned Anatomies Patients  17 144 8.5 - = 1.570 * 8.5 = 13.30 
4-Scanned Anatomies Patients  2 48 24.0 - = 1.570 * 24 = 37.68 

Philips Scanner - Active Energy per Patient (based on percent 
of patients with various numbers of scanned anatomies)  

7.19 

 

Of the total patients observed, 74 GE patients (with 272 exposures) and 44 Philips patients (with 179 
exposures) were studied with detailed power signatures for single anatomy scans. Figure 4, depicts the 
average exposure energy and skew in the data collected in each of the anatomy types. The overall average 
for GE and Philips exposure energies, performed by GE and Philips scanners, are 3.32 watt-hours and 1.57 
watt-hours, respectively. 
 

 
 

Figure 4. Box plots for x-ray exposure energy of different anatomies 
 

3.1.3 Standby and Idle Energy Calculations 
Standby energy is the product of entire treatment time (patient-in to patient-out) and standby power, which 
are 1.94 kW and 0.86 kW for GE and Philips scanners, respectively. In addition to the scanner, the standby 
power includes the attached computer and monitors that process the taken image by the machine, Table 6. 
 

Table 6. Included equipment for standby energy of two machines 
 

Equipment Brand 
2 GE Console Monitors NEC MultiSync LCD 1990 Xi 
GE console Chassis HP xw8200 Workstation 
Philips console Monitor EIZO FlexScan S1910-M - LCD display 
Philips Console Chassis Sun Blade 2500 

 
Seven minutes and forty-five seconds (7.75 minutes) is the average patient duration in GE room while it 
measured as nine minutes and forty-nine seconds (9.81 minutes) for the Philips room. The difference in 
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patient service duration can be partly explained by the degree of automation; where the GE scanner is 
highly automated. Also, the GE scanner has extra detector underneath the bed, which reduces the service 
duration as the technicians do not need to leave the control room to set the detector underneath the bed 
when needed.  
 

Even though the time to deliver a series of x-rays is smaller for the GE machine, standby energy consumed 
by the GE machine is almost 1.8 times greater than the Philips machine due to the greater GE standby power. 
Considering the power consumption in standby mode as well as the service duration, the standby energy 
consumptions are estimated as 0.251 kWh and 0.141 kWh per patient for the GE and Philips, respectively. 
 

3.1.4 Idle Energy Calculations 
Idle Energy is the energy consumed while the x-ray scanners are waiting for the next patient; i.e. the x-ray 
room and all equipment are empty and idle. The idle energy during the 8-hour working shift is a function of 
the scanner utilization ratio and could not be estimated per patient directly.  
 

Alternatively, idle energy is calculated for a fixed utilization ratio over the 8-hour work day (21.5 days per 
month). In this study, utilization is assumed to be 50% for both machines to allow a comparable analysis, 
which can be translated to monthly treatment of 666 patients for GE room and 526 patients for Philips room 
(666 Patients × 7.75 minutes = 86 hours, 526 Patients × 9.81 minutes = 86 hours). The observed utilization 
rate was 46% for GE and 36% for Philips. Since the number of x-rays delivered after hours (after 8 hour day) 
and on weekends were found to be a rare occasion, that time (after hours and weekends) is counted as idle 
time. So, in a month 730 total hours minus 86 patient-hours is 644 hours in idle mode for both rooms. The 
product of 644 hours idle time by standby power of two scanners (1.94 kW and 0.86 kW for GE and Philips 
scanners) will result to the monthly idle energy consumptions of 1249.4 kWh and 553.8 kWh for GE and 
Philips room, respectively.  
 

Table 7, also includes the standby energy that is calculated based on standby power (1.94 kW for GE and 
0.86 kW for Philips scanners) and the average treatment duration (7.75 minutes for GE room and 9.81 
minutes for Philips room), however, the idle energy calculations need the utilization ratio or the no-patient 
time for each of the scanners. The idle energies in Figure 5 and Table 7 were estimated based on 50% 
utilization ratio assumption. 
 
Table 7. Summary of Energy Components for Total X-ray Image 
 

] 
Per Exposure (Image) Per Prescribed Anatomy Per Patient Per Month 
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Active Energy 0.00332 - 0.00157 - 0.0125 - 0.0063  - 0.0147 - 0.0072 - 9.5 - 3.7 - 

Standby Energy 0.057 - 0.031 -  0.215  -  0.123  - 0.251 - 0.141 - 167.2 - 74.2 - 

Idle Energy 0.425 - 0.230 -  1.601  -  0.916  - 1.876 - 1.053 - 1,249.4 - 553.8 - 

Ancillary Devices Energy 0.156 - 0.126 -  0.588  -  0.502  - 0.688 - 0.577 - 458.1 - 303.3 - 

Lighting Energy 0.093 - 0.103 -  0.350  -  0.410  - 0.409 - 0.473 - 272.3 - 248.9 - 

Total In- Hospital Electrical Use  0.734 - 0.492 -  2.766  -  1.960  - 3.238 - 2.252 - 2,156.5 - 1,183.9 - 

Electricity Generation 
Transmission Loss - 1.792 - 1.199 - 6.752 - 4.776  - 7.901 - 5.492 - 5,261.9 - 2,888.7 

Disposable Materials Energy - 0.027 - 0.033 - 0.102  - 0.131  - 0.118 - 0.151 - 78.6 - 79.4 

Reusable Textile Energy - 0.285 - 0.315 - 1.074  - 1.255  - 1.258 - 1.442 - 837.8 - 758.5 

Total Outside the Hospital Energy  - 2.104 - 1.547 - 7.928  - 6.162  - 9.277 - 7.085 - 6,178.3 - 3,726.6 

Total Energy (nre-kWh) 2.838 2.039 10.693 8.121 12.516 9.336 8,334.8 4,910.5 
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3.1.5 Ancillary Devices and Lighting Fixtures 
In addition to the scanners energy consumptions, Figure 5 includes two other sources of in-hospital energy 
consumption; ancillary devices and lightings fixtures required for service delivery. Figure 5 shows the values 
of different source of energy consumptions, converted to natural resource energy (nre) and reveals that the 
GE scanner used more energy in each category. 
 

 
 

Figure 5. The x-ray natural resource energy (nre) for different sources of natural resource energy (nre) per 
patient basis at 50% equipment utilization (in 8 hr day) and percent of total energy 

 
In addition to the x-ray scanners and the equipment in Table 8, there were several pieces of ancillary 
equipment used in the radiology department. These included the cassette readers and computers, server 
computer, and printer. The cassette readers are used about 20 to 25 times per day for special views which 
cannot be performed by machine detector. The printer, also, is used once or twice in a week for very special 
cases. All images taken are transferred to doctors electronically by use of a department server computer. 
Although the utilization ratio of the ancillary equipment is low, all of these are kept ON to be available in 
emergency situation. For all of these pieces, the standby power is used in this study. The value of power for 
each entry in the Table 8 was taken from equipment rating provided by the manufacturer. Also, the radiology 
department, which includes GE and Philips rooms as well as a shared area for printer, cassette readers and 
the server, is equipped by 32 watt fluorescent and 120 watt incandescent light bulbs. For the shared pieces 
and shared lighting fixtures, 50% of the energy consumption was assigned to each x-ray scanner. Therefore, 
monthly energy consumption of 458.1 kWh for GE room ancillary equipment and 303.3 kWh for Philips room 
ancillary equipment are calculated. Also, GE room and Philips room monthly lighting energy consumptions 
were calculated as 272.3 kWh and 248.9 kWh, respectively. 
 
Table 8. The ancillary equipment and lighting fixtures energy consumption 
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GE CR Equipment FCR XG5000 Image Reader  0.3 730 219.0 - 
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Room Equipment Model 
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GE CR Computer Dell OptiPlex GX620 Mini-Tower 0.06 730 43.8 - 

GE CR Monitor Elo 1515L 15" Touchmonitor 0.032 730 23.36 - 

Philips CR Equipment FujiFilm FCR Carbon™ 0.1 730 - 73.0 

Philips CR Computer Dell OptiPlex GX620 Small Form  0.048 730 - 35.04 

Philips CR Monitor Elo 1515L 15" Touchmonitor 0.032 730 - 23.36 

Share Server PC Dell OptiPlex 755 Small Form  0.048 730 17.52 17.52 

Share Server Monitor Dell 15 inch LCD Monitor 0.032 730 11.68 11.68 

Share Printer DryPix 5000 Dry Laser Imager  0.32 730 116.8 116.8 

Share Printer Monitor Dell 15 inch LCD Monitor 0.032 730 11.68 11.68 

Share Printer PC Dell OptiPlex GX150 Ultra Small  0.039 730 14.2 14.235 

Ancillary Energy (kWh) per Month   458 303.32 

Ancillary Energy (kWh) per Patient   0.688  0.577 

GE  5 Fluorescent  32 watt T8  0.032 86 13.76 - 

GE  8 Incandescent  120 watt  0.12 172 165.12 - 

Philips  4 Fluorescent  32 watt  0.032 86 - 11.008 

Philips  7 Incandescent  120 watt  0.12 172 - 144.48 

Share  8 Fluorescent  32 watt  0.032 730 93.44 93.44 

Lighting Energy (kWh) per Month    272.32 248.93 

Lighting Energy (kWh) per Patient    0.409  0.473 
 

3.1.6 Heating, Ventilation and Air Conditioning (HVAC)  
The estimation of HVAC energy consumption in a particular area of a building with central HVAC units which 
serve the whole building is a challenge22. Moreover, hospitals and other healthcare facilities require a clean 
environment, which is partly achieved by having HVAC remove humidity and control room pressure 24 hours 
a day/365 days a year. Essentially the HVAC energy is determined by the room size which is generally not 
tailored for any specific scanner, when the building design was done years ago. Note that the HVAC energy 
consumption is excluded from the reported patient-care results in this manuscript. This was mainly because 
the HVAC energy consumption is largely constant and varies neither with fluctuation of occupants during 
the day nor with the radiology department activities. As such, the HVAC energy is generally not medical-
based energy and thus not under the control of the radiology department staff.  However, the values are 
discussed here for transparency. 
 

The heating, ventilation, and air conditioning (HVAC) energy consumption for the radiology department at 
the hospital was estimated using the TRACETM 700 software package24. This software package requires a 
variety of information as input for the energy simulation. These include the geometry and geographical 
location of the building, the indoor temperature, and the type of the HVAC system. The output of the 
simulation is the energy intensity of the building, signifying the energy consumed by the HVAC per unit area 
of the building. Using the energy intensity and the room area, Table 9, the monthly HVAC energy 
consumption was calculated to be 596.6 kWh and 627.8 kWh for GE and Philips rooms, respectively. 
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Table 9. The HVAC energy consumption for different functional units 
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GE Room 20 19 14.606 596.6 666 0.855 4.416 0.194 

Philips Room 24 19 14.606 627.8 526 1.194 4.582 0.261 
 

3.2. Outside-the-Hospital Energy Consumption  
In this section, two sources were quantified; (a) use of fuel energy in the process of electricity generation/ 
transmission, and (b) the manufacture of disposables and manufacture/maintenance of reusable materials. 
 

3.2.1 Electricity Generation and Transmission Losses 
As previously described, the natural resource energy (nre) minus the actual in-hospital electrical energy gives 
the outside-the-hospital energy for delivery of x-ray diagnostic service, shown in Table 7. 
 

3.2.2 Reusable Textiles and Disposable Consumables 
Consumables natural resource energy were described as the energy to manufacture a given product (from 
resource extraction through manufacturing), known as the cradle-to-gate (CTG) life cycle energy. The 
reusable medical textiles and disposable medical consumables are the sources of indirect or downstream 
energy consumption in the delivery of x-ray at a hospital. By use of the consumption rates and the CTG 
energy obtained from LCI21, the consumable energy consumptions per patient were reported in Table 10. 
Medical textile rate of consumptions were also recorded as 184.8 grams for GE room patients and 211.8 
grams for Philips room. The medical textile natural resource energy consumption, shown in Table 7, is 
associated with manufacturing, laundry, sterilizing, packaging, and transport processes for patient gowns, 
fitted sheets, and pillow covers. For all three reusable textiles, the CTG energy information of 75 cycle uses 
gown is the basis of calculations. The LCI information shows that for 75 cycle uses gown, 24.5MJ natural 
resource energy (nre) for every kg is consumed21,22.  
 

3.2.3 Reusable Textile Materials  
Patient gowns, fitted-sheets, and pillow-covers are the medical textiles recorded during observation for both 
x-ray rooms. In this study, the natural resource energy for medical textiles includes the manufacture of 
reusables, laundry of reusable textiles, packaging, and transport (hospital to laundry round trip) processes22. 
The natural resource energy consumption related to the medical textiles is calculated as 1.258 nre-kWh per 
patient for GE room and 1.442 nre-kWh per patient for Philips room. Table 10 shows recorded amounts and 
cradle-to-gate natural resource energy (nre) in reusable medical textiles in GE and Philips rooms. Utilizing 
values in Table 1, these per patient energies can be expressed per exposure and per anatomy. 
 

Table 10. Medical Textiles Cradle-to-Gate Energy Utilization in X-ray Rooms of Hospital 1 
 

 Consumption Weight (gram) per Patient 
Cradle-to-Gate Energy (nre- kWh) per 

Patient 
 GE Philips GE Philips 
Reusable textile Gown 64.8 33.75 0.441 0.23 
Fitted Sheet 90.16 135.24 0.614 0.92 
Pillow Cover 29.808 42.849 0.203 0.292 

Total 184.768 grams 
211.839 
grams 

1.258 nre-kWh 1.442 nre-kWh 
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3.2.4 Disposable Materials 
The consumable use rates were recorded over the observed time or estimated based on interviews with 
technicians. The list of products consumed per patient for service delivery at the hospital is reported as 
Table 11. In Tables 12 and 13, these products are expressed as chemical or material composition based on 
the information published by manufacturer or found on the internet generally from the material safety data 
sheets (MSDS). From the materials compositions, the values of these cradle-to-gate (CTG) natural resource 
energies, i.e. the energy consumed for producing the materials, were obtained from the LCI database21. For 
the solid consumables, the after-use energy consumption, which is related to disposal, was excluded in this 
study as most are inert plastics and only incur a small energy use for landfill operations. In hospitals, the 
solid medical waste regulated by EPA should be disposed of by either hazardous waste incineration or steam 
autoclave sterilization with sanitary landfill22. For the liquid wastes, the wastewater treatment is likewise not 
included because of a lack of organic content data. 
 
Table 11. Medical textiles disposable materials rate of consumption during delivery of x-ray service in 
hospital, per patient 
 

type Consumables Source of the data Unit Weight  Observed Count count  Consumption Weight (gram)  

Reusable 
Textile 

Gown 
Observed 250 GE &153 
Philips Patients 225 grams 

GE 72 gowns 0.288 64.800 
Philips 23 gowns 0.150 33.750 

Reusable 
Textile 

Fitted Sheet 
Observed 250 GE &153 
Philips Patients 

460 grams 
GE 49 sheets 0.196 90.160 
Philips 45 sheets 0.294 135.240 

Reusable 
Textile 

Pillow Cover 
Observed 250 GE &153 
Philips Patients 

81 grams 
GE 92 pillow covers 0.368 29.808 
Philips 81 pillow covers 0.529 42.849 

Total for Reusable, (grams) 
GE 184.768 

Philips 211.839 

Disposable Pair of gloves 
Observed 250 GE &153 
Philips Patients 

11 grams 
GE 52 pair of gloves 0.208 2.288 
Philips 19 pair of gloves 0.124 1.364 

Disposable Shorts Observed 250 GE &153 
Philips Patients 

27 grams 
GE 15 shorts 0.060 1.620 
Philips 23 shorts 0.150 4.050 

Disposable 
Isolation plastic 
Gown 

Observed 250 GE &153 
Philips Patients 

47 grams 
GE 6 plastic gowns 0.024 1.128 
Philips 2 plastic gowns 0.013 0.611 

Disposable Floor neutral cleaner  Janitorial Interview - 
GE 380 grams/month - 0.571 
Philips 465 grams/month - 0.884 

Disposable 
Floor disinfectant 
concentrate 

Janitorial Interview - 
GE 380 grams/month - 0.571 
Philips 465 grams/month - 0.884 

Disposable 
Bed cleaning 
&disinfectant 
solution 

Technician Interview - 
GE 2041 grams/month - 3.065 

Philips 2041 grams/month - 3.880 

Disposable 
Bed disinfectant 
Container 

Technician Interview 84 grams 
GE 2 pack per month - 0.252 
Philips 2 pack per month - 0.319 

Disposable Wiping cloth Technician Interview 5 grams 
GE 640 cloths/month - 5.003 
Philips 640 cloths/month - 6.335 

Disposable 
Wiping cloth 
container 

Technician Interview 158 grams 
GE 4 pack PDI/month - 0.949 
Philips 4 pack PDI/month - 1.202 

Total for Disposables, (grams)  
GE 15.447 

Philips 19.529 

 
4. Discussion 
The obvious electrical requirement for obtaining an x-ray diagnostic image is the direct electrical energy 
(active energy) from inside the hospital during a short imaging period (seconds). However, the full energy 
needs for a patient x-ray image expands beyond this active energy to a much larger in-hospital electrical 
energy consumption (standby, idle, ancillary devices, etc.). Further, the x-ray service footprint goes 
substantially beyond the in-hospital electrical energy from a life cycle perspective to the use of fuel for 
generation and transmission of electricity and manufacturing of all the consumables for service delivery. This 
larger life cycle footprint is outside-the-hospital and represents a direct impact on public health of 
populations, including the patients receiving the x-ray diagnosis. 
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Table 12. Disposable products consumed for the delivery of x-ray service, gram per patient basis 
 

Disposable 
Products 

Reference Major Materials Materials 
GE room rate of 

material 
consumption  

Philips room rate of 
material 

consumption  

Pair of gloves [SM3.3] Nitrile Rubber copolymer  
Butadiene (Assumed 50%) 1.144 0.682 

Acrylonitrile (Assumed 50%) 1.144 0.682 

Shorts [SM3.4] Polypropylene(SMS) Polypropylene spunbond-meltblown-spunbond (SMS) 1.620 4.050 

Isolation Gown  [SM3.4] Polypropylene(SMS) Polypropylene spunbond-meltblown-spunbond (SMS) 1.128 0.611 

Floor Neutral Cleaner  [SM3.5] 

Water (82%) Water (82%) 0.468 0.725 

Solute (18%) 
Sodium xylene sulfonate (13%)  0.074 * 0.115 * 

Alcohol ethoxylate (5%) 0.029 * 0.044 * 

Floor Disinfectant 
Concentrate 

[SM3.6] 

Water (73%) Water (73%) 0.417 0.645 

Solute (27%) 

n-Alkyl Dimethyl Benzyl Ammonium Chloride (8.2%) 0.047 * 0.072 * 

Didecyl dimethyl ammonium chloride (8.7%) 0.050 * 0.077 * 

Ethyl alcohol (5%) 0.029 * 0.044 * 

Lauryl dimethyl amine oxide (5%) 0.029 * 0.044 * 

Bed Cleaning and 
Disinfectant 
Solution 

[SM3.7] 

Water (78%) Water (78%) 2.391 3.026 

Solute (22%) 

Phenylphenol (9.1%) 0.279 0.353 

Tertiary amyl phenol (7.7%) 0.236 0.299 

Potassium hydroxide (5%) 0.153 * 0.194 * 

Package PVC 0.252 0.319 

Wiping Cloths [SM3.8] 
Disposable wash cloths 

Isopropyl Alcohol (55%) 2.752 3.484 

Airlaid cellulose (45%) 2.251 2.851 

Package PVC 0.949 1.202 
 

* The materials with masses were less than 0.154 grams per patient for GE room and 0.195 grams per patient for Philips room were excluded from the life cycle analysis (1 wt% cut-off rule). 

 
The total x-ray diagnostic imaging footprint is 9.33 – 12.52 kWh of nre energy per patient, Figure 5 and 
Table 7, but the apparent immediate energy to prepare the patient and acquire the images (active and 
standby energy) is only about 6% of this total. This large multiplier (16.7-fold higher = 1/0.06) to get total 
energy is a previously undocumented environmental effect of the direct radiology order for x-ray images. 
The total in-hospital electrical energy of an x-ray image is about 25% of the total x-ray energy footprint while 
the generation/transmission of the electricity from the grid contributes to 61% of natural resource energy 
loss and the other 14% is for all the energy to make the disposables and process the reusables. In addition, 
different x-ray scanners influence the results and could help guide purchase of x-ray imaging equipment. 
While Figure 5 shows some differences between the GE and Philips results, part of this approximate 30% 
difference in nre, is attributed to different patient x-ray distributions, the differences in the use of 
consumables and reusable textiles, and the management of the machine operations. 
 
Table 13. Matrix of products, materials, and CTG life cycle natural resource energy, MJnre per patient 
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Pair of Gloves           1.14 0.68 1.14 0.68     2.288 1.364 

Shorts   1.620 4.05               1.620 4.050 

Isolation Gown    1.128 0.61               1.128 0.611 

Floor neutral 
cleaner 

    0.468 0.725             0.468 0.725 
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Floor disinfectant 
concentrate 

    0.417 0.645             0.417 0.645 

Bed cleaning and 
disinfectant 
solution 

    2.391 3.026   0.25 0.319     0.27 0.3 0.236 0.29 3.158 3.997 

Wiping Cloths 2.752 3.48     2.25 2.85 0.94 1.202         5.952 7.537 

Ingredients Rate 
of Consumption 
(grams/patient) 

2.752 3.484 2.748 4.661 3.276 4.396 2.251 2.851 1.201 1.521 1.144 0.682 1.144 0.682 0.279 0.353 0.236 0.299 
15.03 
gram 

18.92 
gram 

CTG life cycle 
energy 
(MJnre/patient) 

0.172 0.21 0.091 0.15 0.0008 0.0008 0.068 0.086 0.026 0.033 0.032 0.019 0.023 0.013 0.009 0.011 0.007 0.008 - - 

 

The x-ray service energy values (nre) can also be directly converted to the carbon dioxide equivalent (CO2-
eq). By use of the 0.06 kilograms CO2eq per megajoule nre22, the carbon footprints are 0.61 kg CO2eq per 
image for GE and 0.44 kg CO2eq per image for Philips. Converting these values to per anatomy and per 
patient basis will result to 2.03 kg CO2eq per anatomy and 2.35 kg CO2eq per patient. Therefore, 
performing 600 million x-rays procedure (taken to be one anatomy) for the U.S. in 202416 emitted 1,200 
million kg of CO2eq to the environment in the U.S. This is the equivalent of an putting an additional 240,000 
automobiles per year on the road, just for x-ray images.  
 

4.1 Utilization Ratio Sensitivity Analyses  
Patient-care energy consumption values include 5 elements; 1) active, 2) standby, 3) idle, 4) ancillary, and 5) 
lighting energies. Using different calculation methods, three elements were estimated on monthly basis, 
while active and standby energy values are per patient basis. Therefore, if there is an increase in the number 
of service deliveries during a month, the share of idle, ancillary and lighting energy per patient will decrease 
while, per patient active and standby energy remains the same. To explore the effect of changing in the 
number of patients on the final results, the in-hospital energy use per patient has been plotted in Figure 6 
for different levels of utilization (patients per normal 8 hour operation). 
 

 
 

Figure 6. Dependency of the patient-based process energy consumption on room utilization 
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The plot reveals the high impact of idle, ancillary and lighting sources on energy consumption, as the 
increase in patient-dependent energy consumption cannot offset the reduction caused by the share of these 
sources per patient. Therefore, the energy consumption per patient reduces drastically by increasing the 
utilization of the x-ray room. The utilization dependent plot, Figure 6, makes the results adjustable for further 
use by other healthcare facilities utilization studies. 
 

Overall, this study elucidates the seven variables (Figure 5) that, when combined, establish the overall 
environmental profile of providing x-ray images. Improvement should look at all scenarios where there are 
alternative devices or products or procedures that when evaluated similarly might lower the x-ray 
environmental footprint. Interestingly this may not just be the largest sources, Figure 5. Here, our goal has 
been to provide science-based methods to obtain information and results for the healthcare team. The 
purpose is to engage the healthcare specialists and to use their creativity to examine procedures, patient-
based decisions, and other avenues to seek hospital sustainability improvements. For example, the 
radiology community can now utilize this new information database to examine other x-ray scanners or the 
influence of patient distribution on these potential energy improvements, or can also examine the 
consumables utilization factor, and strategies to lower idle energy. The WSU, Wichita Diagnostic Radiology, 
and the Environmental Genome research groups are seeking interested radiology groups to examine 
potential changes that have lower energy use and improved hospital sustainability programs. That 
engagement then leads to an engineering/medical team approach to seek changes that have a high 
likelihood of adoption, are science-based, and could form the basis of departmental quality improvement 
initiatives for radiologists as part of their maintenance of certification.  
 

5. Conclusions 
The transparent, detailed life cycle approach allows the data from this study to be used by radiologists to 
examine details of direct and unseen energy impacts of x-ray diagnostic images for patients (not radiation-
related). The actual active patient scan energy that produces the x-ray images is only about 0.3% of the total 
life cycle energy. This large multiplier to get total x-ray energy is a previously undocumented environmental 
consequence of the direct radiology order for a patient image. With seven substantial parameters that 
determine the overall energy consumption, supply chain influences, hospital radiology management, and 
thus avenues for introducing alternative practices, it is expected that the patient x-ray images can be 
delivered at lower in-hospital and outside the hospital areas. The patient utilization rate and the idle energy 
of the x-ray and ancillary devices may offer the most substantial alternatives to improve the environmental 
footprint of patient x-rays. At about 600 million U.S x-ray images per year (2024)16, the public health (outside-
the-hospital) impacts on society’s public health also are now measured in this paper. 
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